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Delivery, technical changes, errors and omissions exempted. Please take notice of the user manuals and latest information which can be downloaded from our site. All pictures are similar and partially symbolic.

POWER AMPLIFIERS Power Amplifiers

No. 10452370

OMNITRONIC A-3603 Class-D 2.1 Amplifier

3-channel PA amplifier with crossover network - 4 ohms: 
1 x 2000 W, 2 x 800 W 

No. 10452411

OMNITRONIC MCD-2004 4-Channel Amplifier

4-channel PA amplifier with SMPS, 4 ohms: 4 x 500 W, 8 
ohms: 4 x 250 W

No. 10452412

OMNITRONIC MCD-3006 6-Channel Amplifier

6-channel PA amplifier with SMPS, 4 ohms: 6 x 500 W, 8 
ohms: 6 x 250 W

No. 10452413

OMNITRONIC MCD-4008 8-Channel Amplifier

8-channel PA amplifier with SMPS, 4 ohms: 8 x 500 W, 8 
ohms: 8 x 250 W

A-3603
Powerful 3-channel amplifier – for classic 2.1 applications with two top and 
one sub speaker. The A-3603 produces enough power to supply large speaker 
system with up to a maximum of 3600 watts, 4 ohms (2000 W sub and 2 x 800 
W tops). Enough potential you can use in clubs, lounges, restaurants, dancing 
schools and fitness studios and the like.
Set the frequency between the tops and subs with the inbuilt crossover. It also 
features a bypass function, which enables you to connect ahead a DSP speaker 
management system. You can as well switch from 2 stereo input channels to 
3 separate channels.
Save weight when you have to move it and save space when you mount it – 
the Class D construction and the switching power supply technology helps 
you to do so.

MCD Series
The new, really powerful Omnitronic multi-channel amplifiers are called MCD. 3 models with 4, 6 or 8 channels enable you to realize versatile 
multi zones setups, for example for retail-shops, gastronomy locations or multi-purpose halls. You can even think of club installations with sub-
woofers and tops. The only thing you need to do so properly is the digital speaker management system of the Omnitronic DXO series.
500 watts @ 4 ohms per channel is what each of the models is offering you. If you are working with demanding subs you can simply bridge 
each channel pair and get 1000 watts @ 8 ohms.
A real benefit for your rental and touring business: all members of the MCD series are lightweights, thanks to class D architecture and efficient 
switch mode power supplies. In addition you can save money with the automatic standby function, which reduces the power consumption while 
you do not use the amp.
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